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CNI Installer Test for RE-CERTIFICATION

Name:





.    Company name:



       
             .    

Date:



.  Company Address:

  



         . 

Current Certification #                                .  (Required)

Note: Print clearly! There will be a $5.00 charge for reissued cards needed.
Passing score: 80%

1. What should the tank riser torque, be set to?



A. 100-150 Ft.-lbs.

B. 230-300 Ft.-lbs.

C. 250-350 Ft.-lbs.

2. What equipment should be used to cut the 4” tank


A. Saw

riser?







B. Pipe cutter

C. Torch

3. What is the correct torque value for the swivel adaptor


A. 25 In.-lbs.

B. 25 Ft.-lbs.   










C. 35 Ft.-lbs.

4. Spill container assemblies should be disassembled to


A. True

Install, onto the tank riser.





B. False

5. What is the correct torque value for the CON1 & CON2


A. 250-350 Ft.-lbs.

Spill container assemblies?





B. 195-200 Ft.-lbs.









C. 165-185 Ft.-lbs.

6. Use anti seize compound on the threads for the drain valve

A. True

assembly. 






B. False

7. The torque value for the drain valve assembly is 10 In.-lbs.

A. True

B. False

8. Where is the jam nut located for ease of installation?


A. In the oval flange








B. In the spill container

C. In the box

9. What is the measurement for the drop tube, from the


A. 4 Inches

bottom of the tank, to the bottom of the drop tube?


B. 5 Inches  










C. 6 Inches

10. The vapor swivel adaptor has a lesser torque value than


A. True

the product swivel adaptor.





B. False

11. How often should maintenance be performed on the ball


A. Every 6 months

float valve?






B. Every 3 Years

C. Annually

12. Spill containers must be cleaned after each fuel delivery.


A. True









B. False

13. What is the correct torque for the 4” containment nipple?

A. 170-175 Ft.-lbs.

B. 250-350 Ft.-lbs.   










C. 350-400 Ft.-lbs.

14. What is the correct torque for the extractor coupling?


A. 40 In.-lbs.





B. 60 In.–lbs.










C. 80 Ft.-lbs.

15. What is the correct torque for the ball float valve?


A. 40 In.-lbs.





B. 60 Ft.–lbs.










C. 80 Ft.-lbs.
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